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Main Features

Specifications

Ordering Information
NSA 2189L (with 18 GbE LAN)��
For Module Ordering Information please refer to the ��
Accessories List

CPU
Dual LGA771 sockets��
Supports Intel® 5100 and 5300 series processors��
1066/1333 MHz FSB��

RAM Type & Max. Capacity
DDR2 533/667 Fully-buffered DIMM (FB-DIMM)��
4 x DIMM, Max 8GB��

Chipset
Intel® 5000P��
Intel® ESB2��

LAN Chip
Intel® 82571EB, 82546GB��

10/100/1000 LAN
Max 24 ports��

10/100 LAN
None��

HDD
2 x SATA 3.5” HDD Bay (swap from rear)��

CF
Supports 1 x CompactFlash card��

LAN Bypass
GbE LAN Bypass (Max. 12 Pairs)��

Serial
One at Front (RJ-45 Connector)��

USB
2 x in Front Panel��

PCI Expansion
Internal PCI-X Slot x1 (for 18 ports) or x2 (for 14 ports)��

LCM Module
2 x 16, PIO��

Indicators
Power, HDD, Bypass LEDs��

Power
460W 1+1 ATX Redundant Power Supply��

Form Factor
2 U��

Dimensions
424 x 600 x 88 mm��

Certifications
CE��
FCC Class A��

Carton Dimensions
716 x 616 x 283 mm��

Net Weight
25 kg��

Ultra High Performance with Dual / Quad-Core Processors��
IOAT Function��
Dual Channel Fully-buffered DIMM 533/667��
Memory up to 8GB��
Modular Design Supports Six PCI-E Modules (PCI-E x8 ��
Interface)
Flexible in Port Configuration��

Supports Copper/SFP GbE LAN��
Line Fault Tolerance Design with Copper GbE Bypass��
PCI-X Expansion for Network Acceleration Card��
On-board CF Socket��
Supports Dual 3.5” Serial-ATA HDD(SWAP from Rear)��
Supports Redundant Power Supply��
Supports LCD Module��

Intel® 5100/5300 Series Processors 2U Rackmount

with up to 24 GbE LANNSA 2189


